
U 300-C
Time& Attendance Terminal

U300-C is a biometric fingerprint Time & Attendance terminal 

with 3’’ TFT display. Easy to install, and with a modern design, it is 

the perfect solution for small installations. It incorporates the ZK 

fingerprint Sensor. The color TFT display offer users easy menu 

management. It can connect to Time & Attendance management 

software by Ethernet or USB port, and also operate on standalone 

mode, downloading data by USB pendrive. Optionally, it can 

incorporate a proximity reader.

• Incorporates high precision ZK Sensor for 

registering 10 fi ngerprints per user.

• Optionally can be installed with proximity 

reader EM, Mifare, HID, etc..

• Stores up to 30000 users and cards.

• Stores up to 100.000 log records

• Allows communication with PC through 

Ethernet and USB port

• Events management (doctor, personal issues, 

etc…)

• Multi-language in text and audio

Features
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Specifi cations

Fingerprint Capacity 3.000

ID Card Capacity 10.000 (Optional)

Record Capacity 100.000

Display 3-inch Screen

Communication TCP/IP,USB-host/client

Standard Functions Work code, SMS, DST, Webserver, Scheduled-bell,

Self-Service Query, Automatic Status Switch,T9 Input

Optional Functions ID/Mifare/HID, External Printer and Bell

Software ZKTime. Net 3.0, ZKTime Enterprise/Lite

Power Supply DC 5V 2A

Verifi cation Speed ≤0.5 Sec.

Operating Temp. 0 °C- 45 °C

Operating Humidity 20%-80%

Dimension 192.3 × 138.8 × 42.7mm (Length × Width × Thickness)

Net Weight 1.10 kg

Confi guration
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What’s in the Box 

Power AdapterU300-C Back Plate

Screws and Holders

USB Cable

Software CD 

(ZKTime Net)

RJ45 To 485 

Conversion Cable


